
A Joystick controlled tracked flailmower 

Outstanding on slopes and difficult terrain 

KYOEISHA QUALITY 

SINCE 1910 

Approved for use on sloping 

terrain up to a maximum of 

35 ° ** 

 

 
** maximum possible working angle for the machine subject to 

ground conditions and the appropriate risk assessment  

by owners and operators 



www.baronessuk.com 

 Simple and safe working on wet and soft ground 
 
 Extremely low ground pressure 
 
 The best possible slope capability 

BARONESS HM1560K 
 
With hydrostatic drive and rubber track steering, the Baroness 
HM Series is kind to the ground surface and safe on slopes. 
 
Fitted with a powerful 38hp Kubota diesel engine and adjustable 
working platform, Baroness flail mowers deliver excellent productivity 
under the most difficult conditions. 

HM1560K 

Length 3,000mm 

Width 1,717mm 

Height 1,350mm 

Engine 37.9 PS @ 

2700 rpm 

Mowing width 1,540mm 

Mowing height 30 - 300mm 

Speed 0 - 6,5 km/h 

Slope rating 35° 

Ground Pressure 0,16 kg/cm² 

Weight 1,545 kg 

No. of flail blades 120 

 

The Kyoeisha HM1560K Hammer-Knife Mower 

Model Has Full Network Rail Product Approval. 

Certificate of Acceptance No. PA05 / 04221 

Kyoeisha U.K. Ltd. 

Unit 5 Hatch Industrial Park, Greywell Road, 

Basingstoke, Hampshire, RG24 7NG 

Tel: 01256 461591 

e-mail: sales@baronessuk.com 

Kyoeisha UK Ltd. a subsidiary of 

Kyoeisha Co. Ltd. of  Japan  
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